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F A4 Basic characteristics

1. ZESH Coil specification
(1) %€ HJE Nominal voltage DC 24V
(2) ZE[EIFHPT Coil resistance 640Q +10% (at 23+£5°C)
(3) %7€ FiA Rated current DC 375mA £10% (at 23+5°C)
(4) ZNEHJE Operate voltage DC 18V Max (at23+5°C)
(5) FEJHJE Release voltage DC 1.2V Min (at23£57C)
(6) ¢ KHLE Maximum voltage DC 31.2V(130% of nominal voltage)
(7) ZPEiE T+ Coil temperature rise 70K Max(Coil:24V)
2. fili A S¥ Contact Specification

(1) fihy5 745X Contact configuration

(2) fult 2 1% Contact rating

(3) #fHLFH Contact resistance

(4) BhYERS[E] Operate time

(5) eI ] Release time

(6) B ABHESIZ Maximum operating
frequency

(7) fihp5 IR F+ Contact temperature rise

SPST-NO (1 Form A)--H.JJ B8 (—HHE TP

40A 250VAC(Resistive load);8A 120VAC(TV-8)

Initial (FJ4EME) 100mQ Max (At DC6V 1A)

20ms Max

20ms Max

Mechanically 18000 cycle/h(HLHK)

Electrically 360 cycle/h(il I L. :ON:1s,0FF:9s)(FE X))
70K Max(Contact:40A)

3. HEHZH General Specification
(1) 482 [H¥T Insulation resistance
(2) HSHERE Dielectric strength
TT- 4 fit 5[] between open contacts
2% PE| 15 fih £ (] between contacts and coil
(3) ¥ E5#EE Ambient temperature

1000M Q Min (at DC500V)

1500VAC,50/60 HZ for 1Minute
2500VAC,50/60 HZ for 1 Minute

-40°C~+85C

(Not freezing and condensing at low temperature)
45% to 85% RH

10,000 Operations Min (at 40A 250VAC)
10,000,000 operations Min

(4) FIXHHESE Relative Humidity
(5) HS 7517 Electrical life
(6) LI Mechanical life

4. R, ZHIMEMIFLR Quality System. Safety Certification and RoHS(REACH)
(1) GB/T 19001-2016/1SO9001:2015 certified  File No. 00120Q39207R3M/4403
(2) RoHS and REACH Compliant
(3)Zahr#E Safety Standard

Certified UL CcQc TUV
File No. E341498 CQC11002056155 R50198473
. 40A 277VAC(Resistive)
Certified load 40A 250VAC 30A 240VAC
TV-8 120VAC
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—. %S Environmental Characteristics
1. PiPEEIE Vibration resistance
1.1 i#3E Error operation
FE X Y ZE=AT5FBEMXERIES 1.5mm, 5%y 10-55HZ [HR3), WFE 5 508, R31E
I TN 1ms.
At constant vibration of double amplitude 1.5mm, 10 ~ 55 HZ , in each direction of X,Y,Z for 5
minutes. No error operation more than 1 ms.
1.2 At Endurance
FEZANTT IR 2 /NEF, eSS IR
No construction trouble when vibrate it from 3 directions for 2 hours.( Amplitude 1.5mm, 10~55 HZ)
2. PimitE Shock resistance
2.1 iR3NME Error operation
FE=ANJ7 N = R FE A 100my/s? FFEEIF (] 11ms, RBEAHIE 1ms.
At peak acceleration 100m/s> duration 11ms, 3 shocks is given in each direction of X, Y, Z. No error
operation more than 1 ms.
2.2 f¥AtE Endurance
SANH A ZIRINE A 1000m/s? FFEERSE] 6ms, TCLEHIIRIR .
No construction trouble when shock it from 3 directions 3 times at peak acceleration 1000m/s?’
duration 6ms.
3. %M Cold resistance
3.1 Miy%EME Cold resistance
JHE T-40°C £2°CHEGRET 240 /N, SRIGTEFRAESRAF TIE 2 /NN, SR AR RETC 7 .
No any trouble on construction or characteristic when leave relay in —40°C =22°C for 240h. After that,
leave it in standard condition for 2 hours.
4. fM#4E Heat resistance
4.1 Tif#44 Heat resistance
JRE T+85C 2 CHIFIRIZ T 240 /N, SRJSERRUESRMF NIRE 2 /N, S HANPERETC 57 .
No any trouble on construction or characteristic when leave relay in +85°C 2=2°C for 240h. After that,
leave it in standard condition for 2 hours.
5. TH¥EfE Moisture resistance
5.1T0ET 40°C, B 90%IAEE T 240 /N, SRISFEARHESRAT NIE 2 /i, EHHED 10MQ,
SERFITERE TG 8
After keeping relay for 240h in 40°C, 90%, then leave it in standard condition for 2 hours. Insulation
resistance 10M Q Min. No any trouble on construction or characteristic.
=. ¥ FHEBE Terminal characteristics
1. ¥ F98E Terminal strength
fEd§- BRI 10N ) 10 #048h, TRBIHR.
10N pushed into any terminals for 10 s. There shall be no abnormalities.
(The curving of the terminals shall be acceptable)
2. ¥R Terminal solderability
B IR 260 £ 5 CIRGEF, WE 52055, 90%HBALN % L4 .
In case of lead free solder 2604-5°C, 54-0.5 s, 90% of the dipped portion shall be soldered.
3. &M Soldering thermal
hi IR N 260+ S CIREFE S, BPE] 10+1s, SEMRIMEEE LR .
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No any trouble on construction or characteristic. When dipped into solder bath 260+5°C, 10£ 1s.

Mg, FrHENR%%14 Standardard test condition
1. ¥3%EE Ambient temperature
23+57C
2. HXEE Relative humidity
25%~75%
3. RJE Air pressure
86kPa~106kPa
4. ML E Direction of Test
Uty 751 /7 & Terminals down position
T fEFE5%AH Storage condition
1. 33%EE Ambient temperature
+15°C~+35C
2. HXEE Relative humidity
25%~85%
3. ¥} Environment

3.1 ANEREAATERE R SN Eh 55 SRS T D A8

Store in locations where the product or container is not expose to corrosive gas such as hydrogen sulfide

or salty air.
32 AR P AR AT

Store in locations where no visible dust exists.
33 EAEAE B B FHOG R B .

Store in locations not subject to direct sunlight.

75~ AN, ZRERARFLAZ BEIAIZZEE B Outline. PCB Layout and Wiring diagram(unit:mm)

e Iy S BERSS 9 TR Al
FoF, 5l dm KRS A5

ﬁﬁ?ﬁx&m_r nL o

= BHERELN)
PANIAL] ' & ‘.
D.ﬁ:gg,’i}is __54.3; 9.4 53 106 '"“‘-;___—a?zn%n“ﬁﬁtw

PR AME RS RIERS A %

OQutline dimensions hadn’t specified tolerance

RS AN
/I\R—j- /S%F%%"%JQKQJ; &I‘ﬁ/ﬁj‘ L\%
Outline Dimensions Tolerance
Imm
<Ilmm +0. 2mm
1~5mm +0. 3mm
>5mm +0. 4mm
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+. EpE Marking

Eng. Change
_ O
@ 40A 250VAC
FRix A 30A 240VAC .
O Initial
Logo
A0A 27TVAC Issued 2020-08-25
M TV-8 120VAC HIRRAT
Y90-8S-124DMF | H #H
NOTE :
L Marking “190611A00” is the production date and batch number;

“190611A00” FRiH, 4= HtkE
2 The meaning of the marking according to below; FRIRHINZ/
MXM?

TI’NE‘;h iR lntermal marking: 00-329
Add the batch number

14

H 3R production line marking: A-Z A B (day shift) B&EME (night shift)

EHIRIE date marking:: 01-31 Fm &7 4 X B#(represent the production dats) aCCOI'dng the demand
FE4HTR: Monthly markng 01-12 125 £789 A 43 (represent the production month) of customer. *E?E%:F
ER RN Yearly Marking0-99 FREERERE (year mark for example; 2019 will be marked 19) %*%buffg ‘%‘ o

3. May have no the marking if customer have no demand'or other

marks. UIRBEAVRRT, BURR P EESRERN;  BUR AR N E L

J\. B%#f5E Packing Information

PIN Inner Carton Dimensions | Ty (PCS) Net weight | Gross weight
packing LxWxH (cm) Icarton (Kg) (Kg)
Y90 40pcs/box 35.4%25.2*19.5 400 9.5 10.5
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i~ &M Encoding Information

Y —X— X X X X X — XX X X
1 2 R} 4 5 6 7 8§ 9 10 11

. 7ERES Product type: Y90
2. #FEH A Enclosure
SS-—-Flux-tight Bi4&71%  SH--—-Sealed case(Washable)5g 4 % &
3. filis4HE Contact Pole
1—1 pole
4. LRBEBIEHIE Coil Nominal Voltage
05—5VDC 12—12VDC 18—18VDC 24—24VDC 48—48VDC
5. ZRBHEIHZE Coil Nominal Power
D—0.9W H—1.4W
6. filip®\ Contact arrangement
Blank—1 Form C M—1 FormA B—1FormB
7. A
Blank—#r#EZ! Standard type F—& 3. &! High load type
8. fRIEIER (GAP)
Blank—#5#E 8 (GAP=0.5mm)
G—GAP=1.5mm
9. Y Z G
Blank— 4% A
JI—BEE N
10. ¥ F 5 B Terminal type
Blank—Standard terminal(no terminal between coil terminals) G2k P8l ¥ T 2 8] i A 3L F
6—F £ B ¥ 1 2 18] B A 33 1
11. RFERAAS Special code(not necessary to be shown on product)
Numbers or letters, do not represent electrical changes, these codes denote customer’s requirements.

+. #7742 Reminds
1. WHEFTRFRER, EHBEARTTNEBAF . Any special requirements, please contact us.
2. 7B H2S. SO2 Bk NO2 HESAEKTEY, HEFERTEFH R ™M, Under the Environment with
dangerous gas such as H2S, SO2 or NO2, fully sealed type is recommended.
3. WRFERYF, RAEEHBEFIZEZMH. If the ambience allows, flux proof type is preferentially
recommended.
4. MBZF RTEMABFREELFELR PCB M4k B, NAHIEHTEEH M, If the user washes the

PCB and relay in the ultrasonic cleaner, fully sealed type must be selected.
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